Netgear AC800S Guide
T

This article gives you a general introduction to the router web interface.

Note: You have to access the router web interface.

For new customers, you need to activate the SIM card online first by visiting
our activation page before you can use the service.

In Overview, you can see general information about your router such as battery
level, internet connection status and data usage.


https://articles.spintel.net.au/category/broadband-services/mobile-broadband-troubleshooting/37/
https://articles.spintel.net.au/article/how-to-access-netgear-ac800s-gateway.html
https://www.spintel.net.au/sim-activation
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More to Explore

Get the app

Download the companion app
for your hotspot today

In WiFi, you can select WPS settings, change name and password for your Wi-

F1 hotspot and more.



https://articles.spintel.net.au/article/how-to-change-wifi-hotspot-name-and-password-on-your-netgear-ac800s.html
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CONNECT OPTIONS

Main WiFi
This is your primary network. Devices on this

network can communicate and share files or
printars.

WIFI NAME:
OPT-75AF

WIFI PASSWORD:
63923796

WPS

Edit

MAC FILTER

Disable WiFi

Secondary WiFi

Guest WiFi creates a one-time, unique password
for temporary visitors to access your WiFi
hotspaot.

In Jump Boost, you can see how to use your router to charge your mobile

phone or tablet.
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2. Cennect your smartphone’s charging cable to the Jump Boost connector

In Messaging, you can send and read SMS.

Note: Your plan is intended for data use only and doesn't include an SMS
allowance. Please review your plan details and Critical Information prior

sending one for more details.



https://articles.spintel.net.au/articles/understanding-the-charges-on-your-bill.html
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In Settings, you can select and edit various settings such as internet
configuration, network settings and SIM PIN.

GENERAL NETWORK ROUTER
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In About, you can see general information about your router such as software
version and battery level.


hhttps://articles.spintel.net.au/article/how-to-setup-netgear-ac800s-for-internet-apn-settings.html
hhttps://articles.spintel.net.au/article/how-to-setup-netgear-ac800s-for-internet-apn-settings.html
https://articles.spintel.net.au/article/how-to-secure-your-netgear-ac800s-with-your-pin.html
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Main WiFi
Name: OPT-TSAF Firmware
P : 83923796 Firmware Version:
Encryption: WPA2_Personal_AES NTGEX40C_11.14.08.33
Mode: M8a02_11_BGN Firmware Build Date: 2018/03M16
Band: 2.4 GHz App Version: NTGIX40C_11.14.08.33
Bandwidth: 20 MHz Web App Version:
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